600 – Storm Drainage
A. As of January 1, 2003 the following text shall be cast into the top of the grate: "Dump no waste" and "Drains to waterway".

Text shall be printed in bold, capital letters with a minimum height of 1/2 inch. "Waterway" may be substituted with "stream", "river", "lake", etc. Actual placement and logo may vary per manufacturer.

B. Casting shall be East Jordan 7030 or Neenah R-3246 or equivalent.

C. For Type 2 combination curb and gutter the back shall be East Jordan type T4, or Neenah (3 inch radius) (R-3246-1).

D. For Type 1 combination roll curb and gutter the back shall be East Jordan type T2 or Neenah (mountable curb) (R-3246-E or R-3067C)

E. Catch Basin in drive approaches to be avoided, if possible. The backs shall be East Jordan type T3 or Neenah (R-3246-1 with curb plate or R3067C)

F. Standard grate shall be East Jordan type M2, Neenah type C, or equivalent. All bar edges to be rounded 1/8 inch radius.

G. Concrete, cast-in-place, to be class QC-1. Precast construction permitted and concrete shall meet the requirements of 706.133 with ±2% air void content in the hardened concrete. Knockouts are required in precast construction. Precast walls shall have a sufficient amount of reinforcement to permit shipping and placement without damage.

H. Care shall be taken when connecting to an existing catch basin to keep opening as minimal as possible. If possible, saw cut or use rotary hammer for opening to minimize damage to catch basin. Pipe to intrude into catch basin 1 inch only and pipe must be cut parallel to catch basin. Use non-shrink grout around pipe to seal between pipe and catch basin.

I. Drop flow line 1/4 inch within block out of combined curb and gutter while keeping lip of gutter consistent with top of curb.

J. All grates shall be considered "bicycle safe".
NOTES

A. AS OF JANUARY 1, 2003 THE FOLLOWING TEXT SHALL BE CAST INTO THE TOP OF THE GRATE:

"DUMP NO WASTE" AND "DRAINS TO WATERWAY"
TEXT SHALL BE PRINTED IN BOLD, CAPITAL LETTERS WITH A MINIMUM HEIGHT OF ½ INCH. "WATERWAY" MAY BE SUBSTITUTED WITH "STREAM", "RIVER", "LAKE", ETC. ACTUAL PLACEMENT AND LOGO MAY VARY PER MANUFACTURER.

B. LOCATION AND ELEVATIONS WHEN GIVEN ON THE PLANS IS TOP CENTER OF THE GRATE. WHEN SIDE OPENINGS ARE PROVIDED, ELEVATION SHALL BE THE FLOW LINE OF THE SIDE INLET.

C. GRATE FOR NON-PAVED AREAS SHALL BE EAST JORDAN IRON WORKS 5110 TYPE M3 OR NEENAH CATALOG NO. R-4859-C OR EQUIVALENT.

D. GRATE ELEVATION TO BE PLACED 4 INCH TO 6 INCH BELOW NORMAL DITCH RETURNING TO NORMAL 10” EACH SIDE OF BASIN.

E. PRECAST CONSTRUCTION IS REQUIRED. UNLESS OTHERWISE APPROVED AND CONCRETE SHALL MEET THE REQUIREMENTS OF 706.13 WITH 6±2% AIR VOID CONTENT IN THE HARDENED CONCRETE. KNOCKOUTS SHALL BE PROVIDED IN PRECAST CONSTRUCTION. PRECAST WALLS SHALL HAVE A SUFFICIENT AMOUNT OF REINFORCEMENT TO PERMIT SHIPPING AND PLACEMENT WITHOUT DAMAGE.

F. CATCH BASINS NOT PERMITTED IN PAVEMENT AREAS UNLESS USING A FRAME AND GRATE EQUIVALENT OF NEENAH CATALOG NO. R-3405 OR EAST JORDAN IRON WORKS NO. 5250.

G. FOR PIPES OVER 18” REFER TO ODOT CATCH BASIN 2-3 AND 2-4 FOR SIDE INLETS REFER TO ODOT CATCH BASIN 2-2-A.

H. CARE SHALL BE TAKEN WHEN CONNECTING TO AN EXISTING CATCH BASIN TO KEEP OPENING AS MINIMAL AS POSSIBLE. IF POSSIBLE SAW CUT OR USE ROTARY HAMMER FOR OPENING TO MINIMIZE DAMAGE TO CATCH BASIN 1” ONLY AND PIPE MUST BE CUT PARALLEL TO CATCH BASIN. USE NON-SHRINK GROUT AROUND PIPE TO SEAL BETWEEN PIPE AND CATCH BASIN.
TYPE 2 YARD DRAIN

- STANDARD OR CUSTOM DRAIN BASIN FOR VARIABLE INLET HEIGHT SHALL BE NYLOPLAST MANUFACTURER #2808AG OR EQUAL.

- CONTRACTOR TO INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

TYPE 3 YARD DRAIN

- # 6112 N CASTING AS MFD. BY EAST JORDAN WORKS OR EQUIVALENT.

- UNLESS OTHERWISE DIRECTED BY THE ENGINEER A 6" STUB FOR FUTURE EXTENSION ON THE SIDE OF THE YARD DRAIN WHICH IS AWAY FROM THE ROAD SHALL BE PROVIDED.

- VARIOUS TYPES OF OUTLETS WITH WATERTIGHT ADAPTERS FOR:
  - ADS N-12
  - SDR-35 SEWER
  - SCHEDULE 40 DWV
  - CORRUGATED PVC
  - RIBBED PVC

- THE VERTICAL BARREL MAY BE STANDARD MANUFACTURE STORM SEWER PIPE CUT TO REQUIRED LENGTH.

- ACCEPTABLE PIPE TYPES ARE CLAY, REINFORCED CONCRETE PIPE

- 6" MINIMUM OUTLET PIPE

- 2" MIN. THICKNESS BOTTOM CAST-IN-PLACE OR PRECAST CONCRETE
NOTES
1. GRATE AND FRAME: AS OF JANUARY 1, 2003 THE FOLLOWING TEXT SHALL BE CAST INTO THE TOP OF THE GRATE: "DUMP NO WASTE" AND "DRAIN TO WATERWAY" TEXT SHALL BE PRINTED IN BOLD, CAPITAL LETTERS WITH A MINIMUM HEIGHT OF ½ INCH. "WATERWAY" MAY BE SUBSTITUTED WITH "STREAM", "RIVER", "LAKE", ETC. ACTUAL PLACEMENT AND LOGO MAY VARY PER MANUFACTURER.
2. THE DESIGN SHALL BE ESSENTIALLY THE SAME AND EQUALLY AS STRONG AS THE ONE SHOWN (SEE CONSTRUCTION INFORMATION TABLE), OR MEET THE REQUIREMENTS OF CMS 711.14. GRATE OPENINGS AND DIMENSIONS SHALL NOT DIFFER FROM THOSE SHOWN HERE UNLESS OTHERWISE SHOWN IN THE PLANS.
3. BEARING AREAS: OF FRAME AND GRATE SHALL BE SO FITTED AND FINISHED AS TO PROVIDE A FIRM AND EVEN SEAT FOR ALL PORTIONS OF THE GRATE IN THE FRAME, NO PROJECTIONS SHALL EXIST ON BEARING AREAS OF EITHER CASTING AND THE GRATE SHALL SEAT IN ITS FRAME WITHOUT ROCKING. THE FRAME AND GRATE SHALL BE FITTED, MATCHED, AND MARKED BEFORE DELIVERY TO THE PROJECT.
4. WALLS: BRICK OR CAST-IN-PLACE WALLS SHALL HAVE A NOMINAL THICKNESS OF 8" (200). PRECAST WALLS SHALL HAVE A MINIMUM THICKNESS OF 6" (150) AND BE REINFORCED AND SUFFICIENTLY TO PERMIT SHIPPING AND HANDLING WITHOUT DAMAGE.
5. CONCRETE: CAST-IN-PLACE CONCRETE SHALL BE ODOT CLASS QC-1. PRECAST CONCRETE SHALL MEET THE REQUIREMENTS OF CMS 706.13 AND BE MARKED WITH THE CATCH BASIN NUMBER. THE WALL THICKNESS REDUCTION SHALL BE FROM THE OUTSIDE.
7. OPENINGS: PIPE OPENINGS SHALL BE THE O.D. OF THE PIPE BEING SUPPLIED PLUS 2" (50) WHEN FABRICATED OR FIELD CUT. FILL ANY Voids PER CMS 601.
NORMAL GUTTER FLOWLINE
GUTTER FRAME AND GRATE
TOP OF CURB
REINFORCING STEEL
PER SCD BP-1.1
NORMAL PAVEMENT
SLOPE
LOCATION OF GRATE, ELEV.,
STATION AND OFFSET
ANY TYPE CURB
#4 REBAR
CONSTRUCTION
JOINT
MORTAR
MINIMUM PIPE DIAMETER
12" [300]
MINIMUM PIPE DIAMETER
8" [200]
CONSTRUCTION JOINT
8" [200]
1'-6" [450]
8" [200]
PERMISSIBLE CONSTR. JOINT
PERMISSIBLE CONSTR. JOINT
STRUCTURAL BACKFILL
8" [200]
3'-0" [900]
6" [150]
MINIMUM PIPE DIAM.
12" [300]
CONCRETE FOR CAST IN PLACE
CONSTRUCTION SHALL BE:
ODOT CLASS QC1
ODOT CLASS QCMS
CONCRETE FOR CAST IN PLACE
CONSTRUCTION SHALL BE:
ODOT CLASS QC1
ODOT CLASS QCMS
SHOWN WITH CAST-IN-PLACE WALLS
SECTION B-B
(SEE SHEET 600-4A)
SECTION A-A
(SEE SHEET 600-4A)
CAST-IN-PLACE CONCRETE
REINFORCED PRECAST CONCRETE
TYPE 6 CATCH BASIN
DATE
APPROVED:
DEC. 2016
PAGE No.
12-19-18 BG
600-4A
TYPE 3 STORM MANHOLE

PRECAST ADJUSTING RING 2" MIN. AND 12" MAX. WITH LIMIT OF NO MORE THAN TWO RINGS

GRADE RINGS

FRAME & COVER GROUT

ECCENTRIC CONE TOP

RISER SECTIONS

48" PRECAST BASE
FOR 30" & SMALLER PIPE

O.D. + 2" MIN. OPENING

4.1

6" STONE FOUNDATION ODOT #67 OR #57

60" TO 96" PRECAST BASE
SEE TABLE FOR MAXIMUM PIPE SIZES

PRECAST OR Poured IN PLACE BASE SECTION WITH 6" GRANULAR BEDDING. USE OF BARREL BLOCKS IS CONTINGENT UPON CITY APPROVAL AND THEN ONLY IN SPECIAL CASES.

NOTES
A. STORM MANHOLE FRAME AND APPROVED VENTED LID SHALL BE EQUAL OF NEENAH NO. R-1767 OR EAST JORDON IRON WORKS NO 1860.
B. TOP AND TRANSITION (OR REDUCER) SECTIONS M/Y BE EITHER ECCENTRIC CONE OR FLAT SLAB.
C. OPENINGS IN RISER SECTIONS FOR 18 INCH AND SMALLER INLET PIPES MAY BE PREFABRICATED OR CUT IN THE FIELD PROVIDED THE SIDES OF THE PIPE AT THE SPRING LINE DO NOT PROJECT INTO THE MANHOLE.
D. MATERIALS FOR BASES AND OTHER PRECAST SECTIONS, INCLUDING REINFORCEMENT SHALL COMPLY WITH ODOT REQUIREMENTS OF 706.13 (ASTM C-478).
E. LOCATE THE CENTERLINE OF MANHOLE CONES OVER THE CENTERLINE OF THE MAIN SEWER WHENEVER POSSIBLE.
F. FOR PIPE SIZES LARGER THAN 60 INCHED REFER TO ODOT TYPE 4 TO 5 MANHOLE.
G. NO LATERALS MAY PROTRUDE INTO INTERNAL MANHOLE.
H. MAXIMUM SPACING SHALL BE 400 FEET.
I. WHEN CONNECTING TO AN EXISTING STORM MANHOLE CARE SHALL BE TAKEN TO KEEP OPENING AS MINIMAL AS POSSIBLE. IF POSSIBLE, SAW CUT OR USE ROTARY HAMMER FOR OPENING TO MINIMIZE DAMAGE TO STORM MANHOLE AND PIPE MUST BE CUT PARALLEL TO STORM MANHOLE. USE NON-SHRINK GROUT AROUND PIPE TO SEAL BETWEEN PIPE AND STORM MANHOLE.
J. JOINTS BETWEEN SECTIONS TO BE EITHER MORTAR OR BITUMINOUS PIPE JOINT FILLER (ODOT 706.10)

600-5
**ECCENTRIC CONE TOP**

**FLAT SLAB TOP**

**MANHOLE REPAIR CASTING CONSTRUCTION**

**FLAT SLAB TRANSITION**

**SECTIONAL PLAN**

**BASE I.D.** | **MIN. "t"** | **MAX. PIPE SIZE**
---|---|---
60" | 5" | 36"
72" | 6" | 48"
84" | 7" | 54"
90" | 7 1/2" | 60"
96" | 8" | 60"

**NOTES:**
1. PRECAST CONCRETE ADJUSTING RINGS - ENCASE WITH CONCRETE 6" DOWN FROM BARREL TOP AND UP TO THE PAVEMENT SURFACE.
2. SET MANHOLE, PRECAST ADJUSTING RINGS AND CASTING, PAVE OVER MANHOLE, EXCAVATE CASTING AND COLLARS AND ENCASE COLLARS AND CASTINGS PER DETAIL.

**NOTE:**
ALL INVERTS TO BE CHANNELED FOR OPTIMUM FLOW.
FULL-HEIGHT HEADWALL

ELEVATION

SECTION A-A

RIGID PIPE

L. CIRCULAR SECTIONS = 5D + 4T
L. ELLIPtical or pipe - ARCH = 4R + 4T + S
H. CIRCULAR SECTIONS = D + T + 44°
H. ELLIPtical or pipe - ARCH = R + T + 44°
D = DIAMETER OF PIPE
S = SPAN OF PIPE
L = LENGTH OF HEADWALL
R = RISE OF PIPE
T = THICKNESS OF BARREL
H = HEIGHT OF HEADWALL.

NOTES
A. THESE FULL HEIGHT HEADWALLS ARE FOR NON-SKEWED CULVERTS HAVING A DIAMETER OR RISE OF 36 INCHES OR LESS.
B. CONCRETE SHALL BE ODOT QC1 CONCRETE. REINFORCED STEEL BAR SHALL BE 5/8 INCH ROUND.
C. DIMENSIONS AND QUANTITIES ARE SHOWN FOR CIRCULAR SECTIONS ONLY. IT WILL BE NECESSARY TO DETERMINE DIMENSIONS FOR THE HW-1 HEADWALL REQUIRED FOR REINFORCED ELLIPTICAL CONCRETE PIPE OR CORRUGATED METAL PIPE ARCHES IN ACCORDANCE WITH EQUATIONS LISTED ON THIS DRAWING.
D. CHAMFER ALL EXPOSED CORNERS 1/4 INCH.
E. WHERE THE SOIL BORINGS INDICATE A BEARING CAPACITY 0 LESS THAN 2800 LBS. PER SQUARE FOOT, IT WILL BE NECESSARY TO INCREASE THE WIDTH OF THE BASE.
F. MINIMUM COVER FOR REINFORCED STEEL SHALL BE 2 INCH.
G. FOR PIPES HAVING A DIAMETER OR RISE OVER 36 INCHES, REFERENCE ODOT HW-3 HEADWALLS FOR FULL HEIGHT HEADWALL.
H. FOR SKEWED CULVERTS HAVING A DIAMETER OR RISE OF 36 INCHES OR LESS, REFERENCE ODOT HW-2 HEADWALLS.
I. HEADWALLS MAY BE PRECAST CONCRETE CONSTRUCTED TO THE ABOVE REQUIREMENTS. GROUT AROUND PIPE AFTER INSTALLATION.

DIMENSIONS

<table>
<thead>
<tr>
<th>DIAMETER</th>
<th>HEIGHT</th>
<th>LENGTH</th>
<th>CONCRETE CY.</th>
<th>REINFORCING STEEL LBS</th>
</tr>
</thead>
<tbody>
<tr>
<td>15°</td>
<td>5'-2&quot;</td>
<td>7'-0&quot;</td>
<td>1.7</td>
<td>41</td>
</tr>
<tr>
<td>18°</td>
<td>5'-5&quot;</td>
<td>8'-4&quot;</td>
<td>2.2</td>
<td>57</td>
</tr>
<tr>
<td>21°</td>
<td>5'-8&quot;</td>
<td>9'-8&quot;</td>
<td>2.8</td>
<td>62</td>
</tr>
<tr>
<td>24°</td>
<td>5'-11&quot;</td>
<td>11'-0&quot;</td>
<td>3.3</td>
<td>69</td>
</tr>
<tr>
<td>30°</td>
<td>6'-5&quot;</td>
<td>13'-8&quot;</td>
<td>4.7</td>
<td>92</td>
</tr>
<tr>
<td>36°</td>
<td>7'-0&quot;</td>
<td>16'-4&quot;</td>
<td>6.5</td>
<td>105</td>
</tr>
</tbody>
</table>

QUANTITIES ONE HEADWALL

CITY OF PIQUA

REVISIONS:

DATE
APPROVED:
DEC. 2016

PAGE No.
600-7
NOTES

A. CONCRETE FOR HEADWALLS SHALL BE ODOT CLASS C. CONCRETE QUANTITIES ARE BASED ON HEADWALLS ONLY.

B. HEADWALLS MAY BE PRECAST CONCRETE CONSTRUCTED TO THE ABOVE REQUIREMENTS. GROUT AROUND PIPE AFTER INSTALLATION.

C. LAST 20 FEET OF PIPE BEFORE HEADWALL SHALL BE REINFORCED CONCRETE PIPE.

D. A CONCRETE SLAB IS REQUIRED FOR PIPES WITH A DIAMETER OF 18 INCH AND ABOVE.

OUTLET CHANNEL PROTECTION DETAIL

(CUTOFF WALL DEPTH 2'-6" MINIMUM IS VARIABLE TO MATCH REQUIRED THICKNESS OF ROCK.)

HEAD WALL FOR CONCRETE PIPE

<table>
<thead>
<tr>
<th>D</th>
<th>W</th>
<th>H</th>
<th>T</th>
<th>CIRCULAR</th>
<th>CONG. S.Y.</th>
<th>ELLIPTICAL</th>
<th>CONG. S.Y.</th>
</tr>
</thead>
<tbody>
<tr>
<td>12&quot;</td>
<td>2'-0&quot;</td>
<td>3'-0&quot;</td>
<td>12&quot;</td>
<td>.20</td>
<td>23&quot;</td>
<td>14&quot;</td>
<td>3'-0&quot;</td>
</tr>
<tr>
<td>15&quot;</td>
<td>2'-8&quot;</td>
<td>3'-2&quot;</td>
<td>12&quot;</td>
<td>.25</td>
<td>30&quot;</td>
<td>19&quot;</td>
<td>3'-7&quot;</td>
</tr>
<tr>
<td>18&quot;</td>
<td>3'-0&quot;</td>
<td>3'-3&quot;</td>
<td>12&quot;</td>
<td>.31</td>
<td>34&quot;</td>
<td>22&quot;</td>
<td>3'-11&quot;</td>
</tr>
<tr>
<td>21&quot;</td>
<td>3'-6&quot;</td>
<td>3'-4&quot;</td>
<td>12&quot;</td>
<td>.37</td>
<td>38&quot;</td>
<td>24&quot;</td>
<td>4'-6&quot;</td>
</tr>
<tr>
<td>24&quot;</td>
<td>4'-0&quot;</td>
<td>3'-6&quot;</td>
<td>12&quot;</td>
<td>.43</td>
<td>42&quot;</td>
<td>27&quot;</td>
<td>4'-8&quot;</td>
</tr>
<tr>
<td>27&quot;</td>
<td>4'-8&quot;</td>
<td>3'-8&quot;</td>
<td>12&quot;</td>
<td>.49</td>
<td>45&quot;</td>
<td>29&quot;</td>
<td>5'-2&quot;</td>
</tr>
<tr>
<td>30&quot;</td>
<td>5'-0&quot;</td>
<td>3'-9&quot;</td>
<td>12&quot;</td>
<td>.56</td>
<td>49&quot;</td>
<td>32&quot;</td>
<td>5'-5&quot;</td>
</tr>
<tr>
<td>33&quot;</td>
<td>5'-6&quot;</td>
<td>3'-10&quot;</td>
<td>12&quot;</td>
<td>.62</td>
<td>53&quot;</td>
<td>36&quot;</td>
<td>5'-11&quot;</td>
</tr>
<tr>
<td>36&quot;</td>
<td>6'-0&quot;</td>
<td>4'-0&quot;</td>
<td>12&quot;</td>
<td>.69</td>
<td>58&quot;</td>
<td>39&quot;</td>
<td>6'-10&quot;</td>
</tr>
<tr>
<td>39&quot;</td>
<td>6'-6&quot;</td>
<td>4'-2&quot;</td>
<td>12&quot;</td>
<td>.77</td>
<td>68&quot;</td>
<td>43&quot;</td>
<td>8'-0&quot;</td>
</tr>
<tr>
<td>42&quot;</td>
<td>7'-0&quot;</td>
<td>4'-3&quot;</td>
<td>12&quot;</td>
<td>.84</td>
<td>76&quot;</td>
<td>48&quot;</td>
<td>9'-2&quot;</td>
</tr>
<tr>
<td>48&quot;</td>
<td>8'-0&quot;</td>
<td>4'-6&quot;</td>
<td>14&quot;</td>
<td>1.09</td>
<td>83&quot;</td>
<td>53&quot;</td>
<td>10'-4&quot;</td>
</tr>
<tr>
<td>54&quot;</td>
<td>9'-0&quot;</td>
<td>4'-9&quot;</td>
<td>14&quot;</td>
<td>1.32</td>
<td>91&quot;</td>
<td>56&quot;</td>
<td>11'-6&quot;</td>
</tr>
<tr>
<td>60&quot;</td>
<td>10'-0&quot;</td>
<td>5'-6&quot;</td>
<td>16&quot;</td>
<td>1.83</td>
<td>96&quot;</td>
<td>63&quot;</td>
<td>12'-7&quot;</td>
</tr>
<tr>
<td>66&quot;</td>
<td>11'-9&quot;</td>
<td>5'-9&quot;</td>
<td>18&quot;</td>
<td>2.42</td>
<td>106&quot;</td>
<td>68&quot;</td>
<td>13'-9&quot;</td>
</tr>
<tr>
<td>72&quot;</td>
<td>13'-0&quot;</td>
<td>6'-0&quot;</td>
<td>18&quot;</td>
<td>2.77</td>
<td>113&quot;</td>
<td>72&quot;</td>
<td>14'-9&quot;</td>
</tr>
<tr>
<td>78&quot;</td>
<td>14'-3&quot;</td>
<td>6'-3&quot;</td>
<td>20&quot;</td>
<td>3.37</td>
<td>121&quot;</td>
<td>77&quot;</td>
<td>15'-11&quot;</td>
</tr>
<tr>
<td>84&quot;</td>
<td>15'-6&quot;</td>
<td>6'-6&quot;</td>
<td>22&quot;</td>
<td>4.05</td>
<td>128&quot;</td>
<td>82&quot;</td>
<td>17'-0&quot;</td>
</tr>
</tbody>
</table>

FLOW LINE

CITY OF PIQUA

HALF-HEIGHT HEADWALL

ACC SS

REVISIONS: DATE

APPROVED: DEC. 2016

PAGE 600-8
A. Granular bedding shall be crushed stone or gravel ODOT 803 Type 3 (#57 or #67), or other approved equivalent.

B. All trenches outside the right-of-way from proposed or existing pavement, curb, driveway, alleys, stone areas or walks can be compacted with existing native material in 12 inch maximum lifts or as approved by the City. No material shall be used for back filling that contains stone, rocks, etc. greater than 4 inch diameter. All trenches inside the right-of-way from proposed or existing pavement, curb driveways, alleys, stone areas or walks shall be compacted with granular backfill material ODOT 803 Type 1 in 6" maximum lifts.

A density test on granular backfill of 98% of ASTM D698 standard proctor curve may be required to be performed by a commercial testing lab satisfactory to the City.

C. Off-pavement areas shall be provided with a minimum of 6 inch of topsoil over the compacted material and then seeded and mulched per ODOT item 659.

All paved areas within the street right-of-way shall follow the requirements for page 300-14 of the standard drawings.

D. The open ends of all pipes shall be plugged to the approval of the City before leaving the work for the night.
NOTES:

A. NO WORK SHALL BE APPROVED OR ACCEPTED BY THE CITY UNLESS 2 WORKING DAYS NOTICE OF COMMENCING WORK IS GIVEN TO THE CITY.

B. ALL TEMPORARY PAVEMENT AND SIDEWALK SHALL BE MAINTAINED BY THE CONTRACTOR OR THE DEVELOPER AT HIS OWN EXPENSE IN A SUITABLE AND SAVED CONDITION FOR TRAFFIC UNTIL A PERMANENT REPLACEMENT IS MADE OR THE PROJECT IS FINALLY ACCEPTED BY THE CITY.

C. ALL STORM SEWER CONSTRUCTION SHALL ADHERE TO ODOT SPECIFICATIONS LAST REVISED OR WITH THE CITY STORM SEWER SPECIFICATIONS, WHICHEVER IS APPLICABLE AND MORE RESTRICTIVE.

D. MASTIC MATERIAL IS REQUIRED ON ALL NON O-RING STORM SEWER AND MANHOLES, UNLESS OTHER WISE APPROVED.

E. WHEN A CASTING IS REMOVED IT REMAINS CITY PROPERTY AND TO BE DELIVERED TO THE CITY SERVICE CENTER, UNLESS OTHERWISE APPROVED.

F. ANY DETAILS OR NOTES NOT DIRECTLY ADDRESSED IN THESE ENGINEERING STANDARDS SHALL BE COORDINATED WITH THE CITY ENGINEERING DEPARTMENT.

G. ALL STORM SEWER SHALL BE INSTALLED USING PIPE LASER INSIDE THE PIPE IF POSSIBLE FOR GRADE AND ALIGNMENT.

APPROVED PIPE

<table>
<thead>
<tr>
<th>PIPE TYPE</th>
<th>ODOT MATERIAL NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>REINFORCED CONCRETE PIPE</td>
<td>706.02</td>
</tr>
<tr>
<td>REINFORCED CONCRETE ELLIPTICAL PIPE</td>
<td>706.04</td>
</tr>
<tr>
<td>CORRUGATED POLYETHYLENE SMOOTH-LINED PIPE</td>
<td>707.33</td>
</tr>
<tr>
<td>POLYVINYL CHLORIDE PLASTIC PIPE</td>
<td>707.41</td>
</tr>
<tr>
<td>(NON-PERFORATED)</td>
<td></td>
</tr>
<tr>
<td>POLYVINYL CHLORIDE CORRUGATED</td>
<td></td>
</tr>
<tr>
<td>SMOOTH-INTERIOR PIPE</td>
<td>707.42</td>
</tr>
<tr>
<td>POLYVINYL CHLORIDE PROFILE WALL PIPE</td>
<td>707.43</td>
</tr>
<tr>
<td>POLYVINYL CHLORIDE SOLID WALL PIPE</td>
<td>707.45</td>
</tr>
</tbody>
</table>

EXISTING TILE HOOKUPS

A. THE DRAINAGE TILE CURRENTLY CONNECTED TO THE EXISTING STORM SEWER SHALL BE CONNECTED TO THE PROPOSED STORM SEWER. ANY DRAINAGE TILE DAMAGED BY THE CONTRACTOR SHALL BE REPLACED BY THE CONTRACTOR TO A CONDITION EQUAL TO OR BETTER THAN ITS ORIGINAL CONDITION. ANYTHING REMOVED, REPLACED, AND/OR CONNECTED TO THE STORM SEWER SHALL BE NOTED ON THE AS-BUILT DRAWINGS AND SHALL BE INSPECTED BY THE INSPECTOR BEFORE THEY ARE COVERED.

B. ALL FIELD OR STORM DRAINS WHICH ARE ENCOUNTERED DURING CONSTRUCTION SHALL BE PROVIDED WITH UNOBSOCTURED OUTLETS OR PLUGGED AS APPROVED AND DIRECTED BY THE CITY.

UTILITY STAKING

A. OFFSET AND GRADE AT EACH MANHOLE, CATCH BASIN, AND OTHER STRUCTURES. OFFSET AND GRADE 50 FEET AND 100 FEET OUT FROM EACH MANHOLE UNLESS OTHERWISE APPROVED.

PIPE

A. ALL STORM SEWER PIPE SHALL HAVE A MINIMUM DIAMETER OF 12 INCH UNLESS OTHERWISE APPROVED.

B. TYPES OF PIPE PERMITTED

CITY OF PIQUA

MISCELLANEOUS STORM NOTES
NOTES
A. TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE PROVIDED FOR ALL CONSTRUCTION PROJECTS HAVING SIGNIFICANT GRADING. THE CONTROLS ARE PROVIDED DURING CONSTRUCTION TO PREVENT SOIL ERODED FROM THE CONSTRUCTION AREA FROM ENTERING ADJACENT WATERWAYS AND PROPERTIES.

B. CONSTRUCTION ITEMS INCLUDE SEDIMENT BASINS, SEDIMENT DAMS, DIVERSION DIKES AND/OR DITCHES AND STRAW BALES OR OTHER FILTER DIKES SHOWN ON ODOT STANDARD DRAWING MC-11. OTHER MISCELLANEOUS EROSION CONTROL MEASURES INCLUDE REPAIR SEEDING AND MULCHING, COMMERCIAL FERTILIZER, WATER AND MOWING AND ROCK CHANNEL PROTECTION, COVERED IN ODOT SPECIFICATION ITEMS 659 AND 601.

C. THE SIZE OF THE ENTIRE DRAINAGE AREA CONTRIBUTING FLOW IS USED TO DETERMINE THE MOST EFFECTIVE EROSION CONTROL METHOD. IN MANY CASES THE MAJOR PORTION OF THE CONTRIBUTING AREA WILL BE BEYOND THE PROJECT LIMITS, AND FOR THOSE CASES IT WILL BE NECESSARY TO CONTROL THE FLOW FROM OUTSIDE BEFORE IT REACHES THE AREA DISTURBED BY PROJECT CONSTRUCTION. FLOW FROM THE AREA DISTURBED BY CONSTRUCTION SHALL BE TREATED PRIOR TO COMBINING IT WITH OFF-PAVEMENT DRAINAGE.

D. EROSION AND SEDIMENT CONTROL MEASURES SHALL BE PROVIDED FOR ALL SUBDIVISIONS AND INDIVIDUAL SITES UNLESS OTHERWISE APPROVED. THE CONTROL MEASURES ARE TO BE PROVIDED DURING CONSTRUCTION TO PREVENT EROSION FROM ENTERING ADJACENT WATERWAYS AND PROPERTIES.

E. THERE SHALL BE ONLY ONE CONSTRUCTION ENTRANCE OFF THE SITE. ENTRANCE TO BE CONSTRUCTED OF 8" OF #2 STONE, 75 FEET LONG BY 20 FEET WIDE. CONTRACTOR TO KEEP MUD OFF EXISTING STREETS. NO EQUIPMENT TO BE PARKED ON EXISTING STREETS. MORE THAN ONE ENTRANCE MUST BE APPROVED BY THE CITY.

PLAN SUBMITTAL
A. ALL SITE PLANS SHALL INCLUDE APPROPRIATE EROSION AND SEDIMENT CONTROL DEVICES AND SHALL BE SUBMITTED TO THE CITY FOR APPROVAL PRIOR TO COMMENCEMENT OF ANY WORK UNLESS OTHERWISE APPROVED. ALL PROJECTS WHICH DISTURB 1 ACRE OR MORE MUST HAVE OEPN EROSION CONTROL APPROVALS.

CONSTRUCTION
A. ALL EROSION AND SEDIMENT CONTROL MUST BE INSPECTED AND APPROVED BY THE CITY UNLESS OTHERWISE APPROVED.

STORM WATER PERMITS
A. ON ALL PROJECTS WHICH DISTURB AT LEAST 1 ACRE OF SOIL, A NPDES PERMIT IS REQUIRED FROM OEPN AND A COPY OF THE PERMIT MUST BE ON FILE AT THE CITY BEFORE CONSTRUCTION BEGINS.

B. EROSION CONTROL SUBMITTALS SHALL BE AS PER THE CURRENT STORM WATER MANAGEMENT ORDINANCE.

CONTROL MEASURES
A. DISTURB ONLY THE AREAS NEEDED FOR CONSTRUCTION.

B. REMOVE ONLY THOSE TREES, SHRUBS, AND GRASSES THAT MUST BE REMOVED FOR CONSTRUCTION; PROTECT THE REST TO PRESERVE THEIR ESTHETIC AND EROSION-CONTROL VALUES.

C. INSTALL SEDIMENT BASINS AND DIVERSION DIKES BEFORE DISTURBING THE LAND THAT DRAINS INTO THEM.

D. INSTALL EROSION AND SEDIMENT CONTROL PRACTICES AS INDICATED IN THE PLAN. THE PRACTICES ARE TO BE MAINTAINED IN EFFECTIVE WORKING CONDITION DURING CONSTRUCTION AND UNTIL THE DRAINAGE AREAS HAVE BEEN PERMANENTLY STABILIZED.

E. TEMPORARILY STABILIZE EACH SEGMENT, GRADED OR OTHERWISE DISTURBED LAND, INCLUDING THE SEDIMENT-CONTROL DEVICES NOT OTHERWISE STABILIZED, BY SEEDING AND MULCHING OR BY MULCHING ALONE. AS CONSTRUCTION IS COMPLETED, PERMANENTLY STABILIZE EACH SEGMENT WITH PERENNIAL VEGETATION STRUCTURAL MEASURES.

F. LEVEL DIVERSION DIKES, SEDIMENT BASINS, AND SILT TRAPS AFTER AREAS THAT DRAIN INTO THEM ARE STABILIZED. ESTABLISH PERMANENT VEGETATION ON THOSE AREAS. SEDIMENT BASINS THAT ARE TO BE RETAINED FOR STORM WATER DETENTION MAY BE SEEDED TO PERMANENT VEGETATION AFTER THEY ARE BUILT.

G. DISCHARGE WATER FROM OUTLET STRUCTURES AT NON-EROSON VELOCITIES.
INLET PROTECTION IN SWALES, DITCH LINES OR YARD INLETS

A. INLET PROTECTION SHALL BE CONSTRUCTED EITHER BEFORE UPSLOPE LAND DISTURBANCE BEGINS OR BEFORE THE STORM DRAIN BECOMES OPERATIONAL.

B. THE EARTH AROUND THE INLET SHALL BE EXCAVATED COMPLETELY TO A DEPTH AT LEAST 18 INCHES.

C. THE WOODEN FRAME SHALL BE CONSTRUCTED OF 2 INCH BY 4 INCH CONSTRUCTION GRADE LUMBER. THE 2 FOOT BY 4 FOOT POST SHALL BE DRIVEN 1 FOOT INTO THE GROUND AT FOUR CORNERS OF THE INLET AND THE TOP PORTION OF 2 INCH BY 4 INCH FRAME ASSEMBLED USING THE OVERLAP JOINT SHOWN. THE TOP OF THE FRAME SHALL BE AT LEAST 6 INCHES BELOW ADJACENT ROAD, IF PONDED WATER WOULD POSE A SAFETY HAZARD TO TRAFFIC.

D. WIRE MESH SHALL BE OF SUFFICIENT STRENGTH TO SUPPORT FABRIC WITH WATER FULLY IMPOUNDED AGAINST IT. IT SHALL BE STRETCHED TIGHTLY AROUND THE FRAME AND FASTENED SECURELY TO THE FRAME.

E. GEOTEXTILE SHALL HAVE AN EQUIVALENT OPENING SIZE OF 20-40 SIEVE AND BE RESISTANT TO SUNLIGHT. IT SHALL BE STRETCHED TIGHTLY AROUND THE FRAME AND FASTENED SECURELY. IT SHALL EXTEND FROM THE TOP OF THE FRAME TO 18 INCHES BELOW THE INLET NOTCH ELEVATION. THE GEOTEXTILE SHALL OVERLAY ACROSS ONE SIDE OF THE INLET SO THE ENDS OF THE CLOTH ARE NOT FASTENED TO THE SAME POST.

F. BACKFILL SHALL BE PLACED AROUND THE INLET IN COMPACTED 6 INCH LAYERS UNTIL THE EARTH IS EVEN WITH NOTCH ELEVATION ON ENDS AND TOP ELEVATION ON SIDES.

G. A COMPACTED EARTH DIKE OR A CHECK DAM SHALL BE CONSTRUCTED IN THE DITCH LINE BELOW THE INLET IF THE INLET IS NOT IN DEPRESSION AND IF RUNOFF NOT PASSING THE INLET WILL NOT FLOW TO A SETTING POND. THE TOP OF EARTH DIKES SHALL BE AT LEAST 6 INCHES HIGHER THAN THE TOP OF THE FRAME.

GRAVEL CURB INLET SEDIMENT FILTER NOTES

A. HARDWARE CLOTH OR COMPARABLE WIRE MESH WITH ½ INCH OPENINGS SHALL BE PLACED OVER THE CURB INLET OPENING SO THAT AT LEAST 12 INCHES OF WIRE EXTENDS ACROSS THE INLET COVER AND AT LEAST 12 INCHES OF WIRE EXTENDS ACROSS THE CONCRETE GUTTER FROM THE INLET OPENING, AS ILLUSTRATED.

B. STONE SHALL BE PILED AGAINST THE WIRE SO AS TO ANCHOR IT AGAINST THE GUTTER AND INLET COVER AND TO COVER THE INLET OPENING COMPLETELY. ODOT NO. 1 COARSE AGGREGATE SHALL BE USED.

C. IF THE STONE FILTER BECOMES CLOGGED WITH SEDIMENT SO THAT IT NO LONGER PERFORMS ITS FUNCTION, THE STONE MUST BE PULLED AWAY FROM THE CATCH BASIN, CLEANED AND REPLACED.
GEOTEXTILE - STONE INLET PROTECTION FOR CURB INLETS
A. SILT FENCE SHALL BE CONSTRUCTED BEFORE UPSLOPE LAND DISTURBANCE BEGINS.

B. ALL SILT FENCE SHALL BE PLACED AS CLOSE TO THE CONTOUR AS POSSIBLE TO THAT WATER WILL NOT CONCENTRATE AT LOW POINTS IN THE FENCE AND SO THAT SMALL SWALES OR DEPRESSIONS WHICH MAY CARRY SMALL CONCENTRATED FLOWS TO THE SILT FENCE ARE DISSIPATED ALONG ITS LENGTH.

C. TO PREVENT WATER PONDED BY THE SILT FENCE FROM FLOWING AROUND THE ENDS, EACH END SHALL BE CONSTRUCTED UP SLOPE SO THAT THE ENDS ARE AT A HIGHER ELEVATION.

D. WHERE POSSIBLE, SILT FENCE SHALL BE PLACED ON THE FLATTEST AREA AVAILABLE.

E. WHERE POSSIBLE, VEGETATION SHALL BE PRESERVED FOR 5 FEET (OR AS MUCH AS POSSIBLE) UPSLOPE FROM THE SILT FENCE, IF VEGETATION IS REMOVED, IT SHALL BE REESTABLISHED WITHIN 7 DAYS FORM THE INSTALLATION OF THE SILT FENCE.

F. THE HEIGHT OF THE SILT FENCE SHALL BE A MINIMUM OF 16 INCHES ABOVE THE ORIGINAL GROUND SURFACE.

G. THE SILT FENCE SHALL BE PLACED IN A TRENCH CUT A MINIMUM OF 6 INCHES DEEP. THE TRENCH Shall BE CUT WITH A TRENCHER, CABLE LAYING MACHINE, OR OTHER SUITABLE DEVICE WHICH WILL ENSURE AND ADEQUATELY UNIFORM TRENCH DEPTH.

H. THE SILT FENCE SHALL BE PLACED WITH THE STAKES ON THE DOWNSLOPE SIDE OF THE GEOTEXTILE AND SO THAT 8 INCHES OF CLOTH IS BELOW THE GROUND SURFACE. EXCESS MATERIAL SHALL LAY ON THE BOTTOM OF THE 6 INCH DEEP TRENCH. THE TRENCH SHALL BE BACKFILLED AND COMPACTED.

I. SEAMS BETWEEN SECTIONS OF SILT FENCE SHALL BE OVERLAPPED WITH THE END STAKES OF EACH SECTION WRAPPED TOGETHER BEFORE DRIVING INTO THE GROUND.

J. MAINTENANCE- SILT FENCE SHALL ALLOW RUNOFF TO PASS ONLY AS DIFFUSE FLOW THROUGH THE GEOTEXTILE. ALL THE GAPS AND TEARS IN THE FENCE MUST BE ELIMINATED AND REPAIRED IF RUNOFF OVERTOPS THE SILT FENCE, FLOWS UNDER OR AROUND THE ENDS, OR IN ANY OTHER WAY BECOME AS CONCENTRATED FLOW, ONE OF THE FOLLOWING SHALL BE PERFORMED, AS APPROPRIATE: 1) THE LAYOUT OF THE SILT FENCE SHALL BE CHANGED, 2) ACCUMULATED SEDIMENT SHALL BE REMOVED, OR 3) OTHER PRACTICES SHALL BE INSTALLED.

CRITERIA FOR SILT FENCE MATERIAL

A. FENCE POSTS- THE LENGTH SHALL BE A MINIMUM OF 32 INCHES LONG, WOOD POSTS WILL BE 2 FEET-BY-2 FEET HARDWOOD OF SOUND QUALITY. THE MAXIMUM SPACING BETWEEN POSTS SHALL BE 10 FEET. SILT FENCE FABRIC SHALL BE ODOT TYPE C GEOTEXTILE FABRIC OR AS DESCRIBED BY THE CHART BELOW:

<table>
<thead>
<tr>
<th>FABRIC PROPERTIES</th>
<th>VALUES</th>
</tr>
</thead>
<tbody>
<tr>
<td>MINIMUM TENSILE STRENGTH</td>
<td>120 LBS</td>
</tr>
<tr>
<td>MAXIMUM ELONGATION AT 60 LBS</td>
<td>50%</td>
</tr>
<tr>
<td>MINIMUM PUNCTURE STRENGTH</td>
<td>50 LBS</td>
</tr>
<tr>
<td>MINIMUM TEAR STRENGTH</td>
<td>40 LBS</td>
</tr>
<tr>
<td>APPARENT OPENING SIZE</td>
<td>≤ 0.84 MM</td>
</tr>
<tr>
<td>MINIMUM PERMITTIVITY</td>
<td>1 X 10² SEC. *</td>
</tr>
<tr>
<td>ULTRAVIOLET EXPOSURE STRENGTH RETENTION</td>
<td>70%</td>
</tr>
</tbody>
</table>
REPAIR OF EXISTING FIELD TILE OR STORM PIPE DETAIL

NOTE:
CONCRETE REPAIRS OR PATCHES ARE UNACCEPTABLE.